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Installing Windows NT Server
1. Insert the “Windows NT Disk 1” (Setup Disk) into drive A: and turn the workstation on.  The installation will begin automatically

2. Insert “Windows NT Disk 2” into drive A: when prompted and press <ENTER>
3. Press <ENTER> to continue setup from the NT workstation Setup screen

4. Press <ENTER> to continue, Setup will attempt to detect storage devices

5. Insert “Windows NT Disk 3” into Drive A: when prompted and press <ENTER>
Note: At the Windows NT Workstation Setup screen, it will recognize the following: 


IDE CD-ROM (ATAPI 1.2)/PCI IDE Controller


ADAPTEC AHA-294X/AHA-394X/AIC-78XX SCSI Controller

6. Press <ENTER> to continue at Windows NT Setup screen

7. Insert “Windows NT Workstation CD-ROM” and press <ENTER> to continue

8. Press <PAGE DOWN> until you get to the bottom of the licensing agreement, then Press <F8> to agree to the licensing agreement.

9. If the setup screen indicates that Windows NT is already on the hard drive, press <N> to cancel the upgrade and install a fresh copy of Windows NT.

10. Highlight “The above list matches my computer” and Press <ENTER>
11. Delete any existing partitions.  Highlight partition to be deleted and Press <D>
12. Press <ENTER> to continue delete from NT workstation Setup screen

13. Press <L> to finalize the partition delete

14. Repeat steps 11 – 13 until all partitions read as “Unpartitioned Space”
15. Select the first “Unpartitioned Space” and Press <C> to create Partition 

16. Press <BACKSPACE> to erase the partition size, enter “2047” in the box and Press <ENTER> 

17. With the line  C: New (unformatted) 
2047 MB  highlighted, Press <ENTER> to install Windows NT

18. Highlight “Format the Partition using the NTFS file system” and press <ENTER> to install Windows NT.  Setup will begin to format the partition

19. Accept the default location “\WINNT” and press <ENTER> to continue Windows NT Installation

20. Press <ENTER> for the exhaustive examination. Setup will begin copying files to the hard drive

21. When prompted, remove both the floppy disk and the CD-ROM from the workstation and press <ENTER> to restart the computer

22. After the System re-boots you will be prompted to insert the “Windows NT Workstation CD-ROM”. Insert the CD and press <OK> to continue

23. At the Windows NT Setup screen, click <NEXT> to continue

24. At the Setup Options screen, select “Custom” and click <NEXT> to continue

25. At the Name and Organization screen:

Type <Site name_W00X> in the name box (X being the computer number) 

Type “United States Army” in the organization box

26. Click  <NEXT> to continue

27. At the Registration screen, type-in the CD’s key information located on the back of the CD case and press <NEXT> to continue

28. At the Computer Name Screen, enter computer name <Site Name_W00X> (provided by the system administrator) and click <NEXT> to continue.

29. At the Administrator Account screen, enter a password per site administrator and click <NEXT> 

30. At the Emergency Repair Disk screen, select option “No, do not create an emergency repair disk” (we will create one later) and click <NEXT> to continue

31. At the Select Components screen, select all components (Except Windows Messaging and Games) by putting a check mark in the box provided.    If the box is shaded, click to uncheck and then re-check the box. When finished, click <NEXT> to continue

32. At the Windows NT Setup screen, click <NEXT> to install Windows NT Networking

33. Select option “This computer will participate on a network” and check box “Wired to the Network”. Click <NEXT> to continue

34. Search for a Network Adapter by clicking the <START SEARCH> button. A 3Com Fast EtherLink XL Adapter (3C905) will be detected and appear in the Network Adapters list. Click <NEXT> to continue

35. Uncheck the NWLink IPX/SPX Compatible Transport and NetBEUI Protocol only.  Make sure that the TCP/IP Protocol box is checked.  Click <NEXT> to continue

36. Click <NEXT > to install listed Network Services

37. Click <NEXT> to install selected components. Setup will begin copying files to the hard drive

38. At the TCP/IP setup window click <NO> 

39. At the Microsoft TCP/IP Properties window:

- Select option “Specify an IP address”



- Enter the IP Address provided by the system administrator


- Enter the Subnet Mask provided by the system administrator


- Enter the Default Gateway provided by the system administrator

40. If applicable per administrator, select the <DNS> tab

- Enter the Host Name and Domain Name provided by the system administrator




- Click <Add> under “DNS Service Search Order” 



- Enter the DNS Server IP address, provided by site administrator, and click <Add>

41. If applicable per administrator select <WINS Address> tab

- Enter the WINS Server information provided by the administrator

42. Click <OK> on the Microsoft TCP/IP Properties screen

43. Verify “All Services” is highlighted in the drop down list and click <NEXT> to continue

44. Click <NEXT> to start the network

45. Select the “Domain” option and enter the domain name provided by the system administrator

46. Check the ”Create Computer Account in the Domain” box and click <NEXT>
47. Enter the domain administrator account name and password and click <OK>

48. At the Windows NT Setup screen, click <FINISH> to finish setup

49. Enter the proper time, date and time zone for the respective site and click <CLOSE>

50. At the Detected Display window,  click <OK> to select the detected display

51. Click <OK> on the Display Properties window.  Setup will begin copying files to the hard drive.

52. Remove all disks and CD-ROMs from the Workstation.

53. Press the <RESTART COMPUTER> button on Windows NT Setup window to restart

Configuring System Settings

1. Select Windows NT Workstation version 4.00, press <ENTER>

2. Press <CTRL><ALT> + <DEL> and login as the domain administrator at the login screen

3. At the Windows NT Service Pack Setup window, click <NO>
4. At the Welcome to Windows NT screen, uncheck the “Show this Welcome Screen next time you start Windows NT” box and click <CLOSE>
5. Click <Start>, <Programs>, <Administrative Tools> ,<Event Viewer>

6. Select <Log>, then <Log Settings> from the Event Viewer menu

7. Select option “Overwrite Events as Needed” 
8. Select “Security” from the Change Settings for pull-down on current window

9. Select option “Overwrite Events as Needed “

10. Select “Application” from the Change Settings for pull-down on current window

11. Select option “Overwrite Events as Needed”

12. Click <OK> on the Event Log Options window

13. Click <Log>, then <Exit> from the Event Viewer menu 

14. Click <Start>, <Settings>,<Control Panel>

15. Double click the <System> icon and click the <Startup/Shutdown> tab

- Change "Show list for" to 5 seconds

- Check the “Write an event to the system log” box

- Check the “Write debugging information to” box

- Check the “Automatically re-boot” box

16. Click the <Performance> tab

- Click the <Change> button

- Enter 45 in the “Maximum Registry Size” field and click <OK>
- If the System Control Panel Applet screen opens, click <OK> to continue

17. Click <CLOSE> at the bottom of the System Properties window

18. Click <YES> on the System Settings Change window to restart the computer

Install MS Windows NT Service Pack 4

1. Select Windows NT Workstation version 4.00, press <ENTER>

2. Press <CTRL><ALT> + <DEL> and login as the domain administrator at the login screen

3. At the “Welcome to Windows NT” screen, click <CLOSE>
4. Insert the Utility CD
5. Click <Start>, <Run>, then type D:\y2k\i386\update\update.exe and click <OK>
6. At the Windows NT Service Pack Setup window:



- Check the “Accept the License Agreement” box



- Uncheck the “Backup files necessary to uninstall this Service Pack” box



- Click the <INSTALL> button

7. If prompted about an existing file, click <YES> to allow Service Pack to replace the file

8. When complete, click <Restart> to restart the computer

Implement Security
1. Click <Start>, <Run> and type d:\security\securewks.bat
2. Click <OK>
Create User and Groups
1. Click <Start>, <Run> and type d:\security\wksgroupsUsers.bat
Click <OK>

Install Matrox Video Driver
1. Select Windows NT Workstation version 4.00, press <ENTER>

2. Press <CTRL><ALT> + <DEL> and login as the domain administrator at the login screen

3. If the Control Panel window is not open, then click <Start>, <Settings>, <Control Panel>
4. On Control Panel window, double-click the <Display> icon and select the <Settings> tab 

5. Click <Display Type>, <Change>, <Have Disk>
6. Type E:\Video\Matrox and click <OK>
7. Select “Matrox Graphics Mystique” and click <OK>
8. At the Third Party Drivers window, click <YES>
9. At the Installing Drivers window, click <OK>
10. Click <CLOSE> on the Display Type window

11. Click <CLOSE> at the bottom of the Display Properties window

12. At the System Setting Change window, click <YES> to restart the computer

13. Select Windows NT Workstation version 4.00, press <ENTER>

14. Press <CTRL><ALT> + <DEL> and login as the domain administrator at the login screen

15. Close the Control Panel window 

16. Click <OK> on the Invalid Display Settings window

17. Change settings on the Display Properties window:

- Change Color Palette to 65536 colors


- Change Desktop Area to 800x600 pixels


- Change Refresh frequency to 75 Hertz
18. Click <TEST> button to test, then click <OK> button to test the new settings

19. At the Testing Mode window, click <YES>
20. Click <OK> at the bottom of the Display Properties window

Install Ensoniq Audio Driver

1. Click <Start>, <Settings>, <Control Panel>, then double-click the <Multimedia> icon
2. Click the <Devices> tab, then the <ADD> button
3. Select “Unlisted or Updated Driver” and click <OK>
4. Type E:\Audio\Ensoniq and click <OK>
5. Select “ENSONIQ AudioPCI” and click <OK>
6. At the ENSONIQ AudioPCI Driver window, click <OK>
7. Click <OK> at the bottom of the Multimedia Properties window

8. Close the Control Panel window
Install WinZip

1. Click <Start>, <Run>, then type E:\WinZip\Setup.exe and click <OK>
2. At WINZIP Setup window, click <OK>, then <NEXT>
3. At License Agreement & Warranty Disclaimer Screen, click <YES>
4. At WINZIP Setup, select “Start With WINZIP Classic” option and click <NEXT>
5. At WINZIP Setup, select “Express Setup” option and click <NEXT>
6. Click <FINISH>, then close both of the open WinZip windows

Install Adobe Acrobat Reader

1. Insert Utility CD

2. Click <Start>, <Run>, then type E:\Adobe\ar302.exe and click <OK>
3. At InstallShield Self-Extracting EXE screen, click <YES>
4. At Welcome screen, click <NEXT>
5. At Software License Agreement screen, click <YES>
6. At Choose Destination Location screen, click <NEXT>
7. At Setup Complete, uncheck "Display AR3.02 Readme File" box and click <FINISH>
8. At Restart Windows screen, select option "Yes, I want to restart my computer now" and click <OK>
Install Norton AntiVirus

1. Select Windows NT Workstation version 4.00, press <ENTER>

2. Press <CTRL><ALT> + <DEL> and login as administrator at the login screen

3. Click <Start>, <Run>
4. Type E:\Norton\antiVirus\NtWkX86\Setup.exe and click <OK>
5. At Welcome screen, click <NEXT>
6. At Software License Agreement screen, click <YES>
4. Accept the default destination folder and click <NEXT> to continue

5. Accept the default scanning options and click <NEXT> to continue

7. At Start Copying Files screen, click <NEXT> 

8. At Register Now screen, click <SKIP>
9. Click <NEXT>, <NEXT>
10. Deselect “Scan for Virus” option, click <NEXT>
11. At Live Update window, click <NEXT>
12. At Schedule Live Update, select "twice per month and set time for 1:00 am, click <OK>
13. Click <FINISH> to complete installation

Exchange Client
1. Click <Start>, <Run> type e:\ExchCL50\WinNT\Setup.exe
2. Click <OK>
3. Click <Continue> on the Microsoft Exchange Setup window

4. At Name & Organization Information window, enter "Homes" in the name field and "United States Army" in the Organization field 

5. Click <OK>
6. At Confirm Name and Organization Information, click <OK>
7. Click <OK> to accept default directory

8. Click the <Typical> icon on the Microsoft Exchange Setup window

9. Click <OK> on the Microsoft Exchange Setup window

Install MS Office 97, Professional Edition

1. Insert Office 97 CD

2. Click <Start>, <Run>, then type E:\Offpro97.cd\Setup.exe and click <OK>
3. At MSOffice 97 Setup window, click <Continue>
4. At Name & Organization Information window, enter Name: "Homes",  and Organization: "United States Army", then click <OK>
5. At Confirm Name and Organization Information, click <OK>
6. Click <OK> at the Microsoft Office 97 Setup window

7. Click <OK> at the Microsoft Office 97 Setup window

8. Click the “Custom” installation option button

9. Uncheck the “Microsoft Bookshelf Basics” box if checked

10. Uncheck the “Getting Results Book” box if checked

11. Highlight “Microsoft Outlook”, then click <Change Option>
12. Check “MS Exchange Server Support” box and select <OK>
13. At MS Office 97 - Custom, click <Continue>, then <OK>
Install MS Outlook 98

1. Select Windows NT Workstation version 4.00, press <ENTER>

2. Press <CTRL><ALT> + <DEL> and login as administrator at the login screen

3. Uncheck the “Show this next time you log in” box on the Welcome – Microsoft Internet Explorer window and click <CLOSE> 
4. Close the MS Office Toolbar if open

5. Click <Start>, <Run>, then type E:\Outlook98\Setup.exe and click <OK>
6. At Outlook 98 Setup screen, click <NEXT>
7. At License Agreement screen, select “I accept the agreement” and click <NEXT>
8. At User Information screen, enter Name: "Homes" and Organization: "United States Army", then click <NEXT>
9. Accept the default installation folder, click <NEXT>
10. At Upgrade new items? window, select “Upgrade only newer items” and click <OK>
11. At Outlook 98 Active Setup window, click <OK> to restart the computer  

Install MS Office 97 SR-2
1. Select Windows NT Workstation version 4.00, press <ENTER>

2. Press <CTRL><ALT> + <DEL> and login as administrator at the login screen

3. Close the MS Office Toolbar if open

4. Click <Start>, <Run>, then type E:\Off97\Sr2\sr2aof97.exe and click <OK>
5. At MS Office97 SR-2a windows, click <YES>, <YES>
6. Enter Product ID# 53491-270-2653066-66854 and click <OK>
7. At MS Office97 SR-2a windows, click <OK>, <OK>
8. At MS Office97 SR-2a window, click <YES> to restart the computer

Install MS Windows NT Service Pack 4 Again

1. Select Windows NT Workstation version 4.00, press <ENTER>

2. Press <CTRL><ALT> + <DEL> and login as administrator at the login screen

3. At the “Welcome to Windows NT” screen, click <CLOSE>
4. Insert Utility CD
5. Click <Start>, <Run> and type D:\Y2k\i386\update\update.exe
6. Click <OK>
7. Check the “Accept the License Agreement” box

8. Uncheck the “Backup files necessary to uninstall License Agreement” box.

9. Click <INSTALL> button

10. When complete, select <Restart>
Post Sp4 Hotfixes Install
1. Press <CTRL> + <ALT> <DEL> and login as Admin at the login screen

2. Click <NO> to View Y2K Text

3. Click <Start>, <Run>, type "D:\PostSp4hotfixes\roll-up\Sp4hfixi.exe" in the Open field, then click <OK>
4. Remove CD from PC

5. Click <OK> on Windows NT Hotfix Setup window to restart PC

Screen Saver Hotfix
1. Press <CTRL> + <ALT> <DEL> and login as Admin at the login screen

2. Insert Utility CD

3. Click <Start>, <Run>, then type "D:\PostSp4 Hotfixes\scrnsav-fix\scrnsavi.exe" in the Open field, then click <OK>
4. Remove CD from PC

5. Click <OK> to restart PC

SMSS Hotfix
1. Press <CTRL> + <ALT> <DEL> and login as Admin at the login screen

2. Insert Utility CD
3. Click <Start>, <Run>, then type "D:\Postsp4Hotfixes\Smss-fix\smssfixi.exe" in the Open field, then click <OK>
4. Remove CD from PC

5. Click <OK> to restart PC

Y2K Update NT
1. Insert Utility CD

2. Click <Start>, <Run>, then type "D:\y2k\i386\update\y2kupd.exe" in the open field on the Run window

3. Click <OK>
4. Click <YES> on the Microsoft Windows Year 2000 Update window

5. Click <OK> on the Microsoft Windows Year 2000 Update window

6. Click <YES> to restart the computer (this might take a couple of minutes)

Change System Date Format

1. Select Windows NT Workstation version 4.00, press <ENTER>

2. Press <CTRL><ALT> + <DEL> and login as Admin at the login screen

3. Click <Start>, <Settings>,<Control Panel>

4. Double click <Regional Settings>
5. Select the <Date> tab

6. Change short date style to <MM/dd/yyyy>
7. Click <OK>
Install Internet Explorer 4.01 SP2

8. Select Windows NT Workstation version 4.00, press <ENTER>

9. Press <CTRL><ALT> + <DEL> and login as administrator at the login screen

10. Click <Start>, <Run>, then type D:\Y2k\msie401\i386\ie4setup.exe and click <OK>
11. At IE 4.01 Sp2 Active Setup, click <NEXT>
12. At License Agreement screen, select “I accept the agreement” and click <NEXT>
13. At IE 4.01 Sp2 Active Setup screen, click <OK>
14. Click <OK> to restart windows

Install MS Data Access Components 2.1 (MDAC 2.1)

1. Select Windows NT Workstation version 4.00, press <ENTER>

2. Press <CTRL><ALT> + <DEL> and login as administrator at the login screen

3. Click <Start>, <Run>, then type E:\Y2k\mdac\i386\mdac_typ.exe and click <OK>
4. At Microsoft Data Access 2.1 License Agreement window, click <YES>
5. Click <CONTINUE> to install MS Data Access Components

6. Select <COMPLETE> setup option button

7. Click <RESTART WINDOWS>  to restart the computer

Connecting a Printer to the Workstation
1. Click <Start>, <Settings>, <Printers>

2. Double-click the <Add Printer> icon on the Printers window

3. Select option “Network Printer Server” and click <NEXT>
4. Scroll down and highlight the appropriate printer, then click <OK>
5. Select “Yes” at Add Printer Wizard screen and click <NEXT> to make it the default

6. Click <FINISH> to complete the setup

7. Right-click on the new printer icon on the Printers window and select <Properties>
8. Click <PRINT TEST PAGE> 

9. Make sure the test page printed successfully and click <YES> to confirm

10. Click <OK> on the Printer Properties window and close the Printers window

Homes3 Install

1. Click <Start>, <Run>, then type “d:\HomesV11\App\setup.exe”
2. Click <OK> 

3. Click <OK> on the HomesV11 Setup window
4. Click the <PC> icon in the upper left hand corner

5. Click <OK> on the HomesV11 Setup window
6. Click <Start>, <Run>, then type “d:\HomesV11\App\copyicon.bat”
7. Click <OK>
IQ Personal Object Install

See the attached IQ Personal

Adding PC to Domain
1. Right click Network Neighborhood
2. Select Properties

3. Select Identification tab & click <Change>
4. Select Domain radio button

5. Enter the sites domain name in the domain field.

6. Check the “Create a computer account in domain”
7. Enter domain admin account information

8. Click <OK>
9. Click <OK> at Network Configuration window

10. Click <Close>
11. Click <Yes> to restart the computer

PAGE  
7

