APC UPS AND POWERCHUTE INSTALLATION If Applicable

1. While Power is off on the server, take the BLACK serial UPS cable and connect it to the

COM2 port on the back of your server and connect the other end to the back of 

the UPS and tighten down the hand screws.

2. Power on the server and log into Windows NT as Administrator

3. Insert the PowerChute Plus CD-ROM into the CD-ROM drive.  Installation will begin automatically

4. Select continue with the installation now
5. Select <APC PowerChute Product Options>  and click <NEXT> to continue

6. Select <PowerChute Plus 5.0 for Windows NT>
7. Click <Yes> at the Software License Agreement window

8. Select Typical Installation and verify that directory is c:\Programfiles\Pwrchute 

9. Click <NEXT> at the Installation Instructions window

10. Click <NEXT> at the Folder Selection window

11. Select <SMART UPS> for UPS Model Type

12. Change the PORT to <COM2>.  Click <NEXT> to continue

13. Click <OK> at the Information screen and click <NEXT> to continue

14. Select <YES, I want to restart my computer now> to restart computer.  Click <FINISH> and remove Powerchute Installation CD

15. Windows NT will boot

16. Click <START> at the Windows NT console window, select <PROGRAMS>
17. Select <Powerchute PLUS>.  Click Powerchute Plus
18. Verify the name of your server and click <Attach>
19. Click on <Diagnostics> on the menu and Initiate an UPS self test

20. Close PowerChute Plus

